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PROPOSED POLYMERIZED LEVELING BINDER (MACHINE METHOD),

MATCHLINE
REFER TO TWIN SPRINGS LOOP

SUPERPAVE, N105, 1%/4" & VARIABLE

EXISTING SUBBASE GRANULAR MATERIAL
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PROPOSED BITUMINOUS SURFACE
- REMOVAL, VARIABLE DEPTH
(MIN 0 MAX 25"

EXISTING BITUMINOUS CONCRETE RESURFACING, 25"
EXISTING PCC PAVEMENT, 8”

PROPOSED POLYMERIZED BITUMINOUS CONCRETE
SURFACE COURSE, SUPERPAVE, MIX D, N105, 1Y/4"

EXISTING PAVEMENT - TO BE REMOVED

PROPOSED SUB-BASE GRANULAR MATERIAL, 4"

70 BE USED: STA 899+47.12 TO STA 901+17.30

STA 899+47.12 TO STA 903+72

EXISTING BITUMINOUS SHOULDERS, 8” - TO BE REMOVED

STA 899+47.12 TO STA 899+86.63
STA 901+00.08 TO STA 903+72.00
PAID FOR AS PAVED SHOULDER REMOVAL

PROPOSED PORTLAND CEMENT
CONCRETE BASE COURSE, 9

NOTE:

MILL 1Y/, OF BITUMINOUS AT ¢ ELEVATION.
BITUMINOUS SURFACE REMOVAL DEPTH

WILL BE VARIABLE IN ORDER TO ATTAIN
1.567% SUPERELEVATION.
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